IMPORTANT ¢

THIS DRAWING SHALL BE USED IN
COMBINATION WITH THE GENERAL
NOTES AT THE BEGINNING OF
STANDARDS MD 104.00.

NOTES:

CHANNEL IZING DEVICES ARE TYPICALLY SPACED AT
10 m INTERVALS MAXIMUM [N THE [MMEDIATE

AREA OF THE ENTRANCE POINT IN ORDER TO CLEARLY
DEFINE THE TEMPORARY ENTRANCE.

THE YIELD SIGN(S) SHALL BE ERECTED WHEN THE LENGTH
OF THE ACCELERATION LANE HAS TO BE REDUCED DUE
TO THE WORK ACTIVITY.

% THE NO MERGE AREA SIGN SHALL SUPPLEMENT THE YIELD
AND ADVANCE YIELD SIGN(S) WHENEVER THE LENGTH OF
THE ACCELERATION LANE HAS BEEN SUBSTANTIALLY
REDUCED AS DETERMINED BY THE ENGINEER.

THE YIELD SIGN(S). WITH THE APPROVAL OF THE ENGINEER.
SHALL BE REPLACED WITH STOP SIGN(S) ON THE RIGHT

SIDE (BOTH SIDES) OF THE APPROACH. IF NO ACCELERATION
LANE EXIST FOR TEMPORARY ENTRANCE. ALSO. A

TEMPORARY STOP LINE SHALL BE PLACED ACCROSS THE RAMP
ETGIHEEgESIRED STOP LOCATION AS DETERMINED BY THE
NGIN .
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